
COMMODITY DESCRIPTION

Automatic Tablet Dispensing & Packaging System
ATDPS offers efficient prescription work environment with automated tablets sort, distribution, packaging, printing, sum, adding up and inventory control according to individualized patient prescription

※ Images in this specification sheet may vary depending on development situation.
1. Features


1.1. Networking with OCS 
The ATDPS Server program can be connected with OCS or computer system at the hospital or pharmacy to share the prescription details shared in real time.
Received prescription details are then sent to ATDPS immediately to be ready for dispensing & packaging
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1.2. Automatic filling for halved tablets and tablets in special shapes 
(Auto Canister) [Optional] 4EA
You can use the auto canister to automatically dispense and package halved tablets and tablets in special shapes. Each auto canister can accommodate up to 500 tablets at a time (when using 7 mm of round tablet). This is especially useful for long-term patients whose prescription include halved tablets or tablets in special shapes.
Auto Canister Unit is optional and it can be purchased from 1 to 8. 4 canisters will be reduced per 1 piece of auto canisters. 
※ Maximum packing speed: Multi-dose: 40 pack/min(Based on 4 pills per a pack)

[image: image2.png]



1.3. Manual filling for halved tablets and tablets in special shapes (STS)
You can use the STS tray to manually dispense and package halved tablets and tablets in special shapes. This is especially useful for packaging halved tablets or tablets in special shapes that are not used often.

1.4. Separate packaging for incorrect tablets
After refilling tablets into a canister, the system displays alert notification on the touchscreen monitor when faulty or mistakenly supplied tablets are detected.
These tablets with error are then packaged into separate pouches as defined by the user.
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1.5. Easy-to-use touchscreen operation 

The user can easily operate the system with the intuitive and easy-to-use touchscreen. The sound and pop up notifications inform the user of the event even when the user is dealing with a different task.  
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1.6. Convenient consumables replacement 

Ribbon roll for the pouch printing is offered in a detachable cartridge format so anyone can replace it effortlessly. 
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1.7. Detachable main frame
In case the main frame is faulty, you can immediately replace it with a new one to minimize downtime. 

※ Both detachable type and built-in type are available for main frame options.
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1.8. Reinforced convenience with motorized slide [Optional]
With touch button, motorized slides are able to open automatically. When a canister refill is required, it automatically slides to open until the location of refill required canister.

1.9. Enhanced cleaning for safer prescription packaging
It is designed and assembled for safe prescription so that the user can simply and conveniently clean the medicine contacting part of the equipment. Furthermore, hoppers are easily removable and able to clean with water.
1.10. Convenient GUI design & Strong System Status Notification Function
Easy to use by designed GUI buttons and packaging paper & ribbon remaining, medicine search, total number of pouches per an order, current machine status and various information is easily shown for user helping smoother prescription packaging. In addition, user can immediately and easily identify the error situation and machine status when door is open, ribbon & paper is running out and etc. through voice message with LED lighting or alarm light of machine.
2. Specification

	Dimensions
(WxDxHmm)
	970 X 870 X 2,180
about 700
360
(S:120, L:180, L2:60)

	Weight(kg) 
※Except canister
	

	Canister capacity (EA)
	

	Maximum working rate
	Unit-dose : MAX. 65pack/min, Multi-dose : MAX. 50pack/min

	STS working rate
	MAX. 55pack/min

	STS capacity
	60pack/1tray

	Auto Canister
working rate
	MAX. 40pack/min

	Auto Canister Capacity
	MAX. 500tablet (Based on 1 Tablet sized 7㎜)

	Pouch sizes (HxW)
	Selectable from 70*55㎜(Unit-dose only), 70*75㎜

	Tablet detection
	Infrared light detection

	Display and input
	Touch Screen / All in one IPC

	Power consumption
	360W (MAX.750W)

	Power Supply
	Domestic (Korea) AC 220V, 60Hz 
/ Overseas (US, EU, etc.) AC 110-240V, 50-60Hz

	Operation
Temperature/Humidity
	0 ~ 40℃ / 10 ~ 80%

	Printing system
	Thermal transfer system : any number of typefaces is possible (Cartridge Type)

	Text Info
	Possible to support graphic Windows environment (Possible to print all characters and barcode)

	Additional Option
	AUTO CANISTER
(4EA)
Slide rack Auto open Function

	
	STS Auto open Function

	
	Removable Main Frame


3. System Composition

3.1. Automatic Tablet Dispensing & Packaging System __________________ 1  Unit

3.1.1. Auto Canister(Optional) : 4ea

3.1.2. Manual STS : 60 cell 

3.1.3. Monitor integrated IPC x 1ea
3.2. Software 

3.2.1. Server Program___________________________________________________ 1 Copy
3.3. Packaging paper____________________________________________________ 1 Roll

3.3.1. Specification: 140mm x 300 M/roll
3.3.2. Material: Cellophane Paper (Clean, White bedding etc.) 

3.4. Cartridge Printer Ribbon ____________________________________________ 1 Roll

3.4.1. Specification: 50mm x 300M/roll

3.4.2. Material: Thermal Transfer Printing Ribbon

3.4.3. Color: Black

3.5. Manual

3.5.1. User Manual __________________________________________________________ 1 copy

4. Note

4.1. Defect repair: Guaranteed for 5 year(s)

4.2. Installation and Free Training

4.3. Relocation cost is added after installation.

4.4. Certification condition : ISO9001/14001:2015 , NRTL C-US , CE, KC 

2020-06-25

